Environmental Protection Agency

(5) Emissions of organic HAP must be
minimized during cleaning of storage,
mixing, and conveying equipment.

(c) As provided in §63.6(g), we, the
U.S. Environmental Protection Agen-
cy, may choose to grant you permis-
sion to use an alternative to the work
practice standards in this section.

GENERAL COMPLIANCE REQUIREMENTS

§63.3900 What are my general require-
ments for complying with this sub-
part?

(a) You must be in compliance with
the emission limitations in this sub-
part as specified in paragraphs (a)(1)
and (2) of this section.

(1) Any coating operation(s) for
which you use the compliant material
option or the emission rate without
add-on controls option, as specified in
§63.3891(a) and (b), must be in compli-
ance with the applicable emission limit
in §63.3890 at all times.

(2) Any coating operation(s) for
which you use the emission rate with
add-on controls option, as specified in
§63.3891(c), must be in compliance with
the emission limitations as specified in
paragraphs (a)(2)(i) through (iii) of this
section.

(i) The coating operation(s) must be
in compliance with the applicable
emission limit in §63.3890 at all times
except during periods of startup, shut-
down, and malfunction.

(if) The coating operation(s) must be
in compliance with the operating lim-
its for emission capture systems and
add-on control devices required by
§63.3892 at all times except during peri-
ods of startup, shutdown, and malfunc-
tion, and except for solvent recovery
systems for which you conduct liquid-
liquid material balances according to
§63.3961(j).

(iii) The coating operation(s) must be
in compliance with the work practice
standards in §63.3893 at all times.

(b) You must always operate and
maintain your affected source, includ-
ing all air pollution control and moni-
toring equipment you use for purposes
of complying with this subpart, accord-
ing to the provisions in §63.6(e)(1)(i).

(c) If your affected source uses an
emission capture system and add-on
control device, you must develop a
written startup, shutdown, and mal-

§63.3910

function plan according to the provi-
sions in §63.6(e)(3). The plan must ad-
dress the startup, shutdown, and cor-
rective actions in the event of a mal-
function of the emission capture sys-
tem or the add-on control device. The
plan must also address any coating op-
eration equipment that may cause in-
creased emissions or that would affect
capture efficiency if the process equip-
ment malfunctions, such as conveyors
that move parts among enclosures.

[69 FR 157, Jan. 2, 2004, as amended at 71 FR
20465, Apr. 20, 2006]

§63.3901 What parts of the General
Provisions apply to me?
Table 2 to this subpart shows which
parts of the General Provisions in
§§63.1 through 63.15 apply to you.

NOTIFICATIONS, REPORTS, AND RECORDS

§63.3910 What notifications
submit?

(a) General. You must submit the no-
tifications in §§863.7(b) and (c), 63.8(f)(4),
and 63.9(b) through (e) and (h) that
apply to you by the dates specified in
those sections, except as provided in
paragraphs (b) and (c) of this section.

(b) Initial Notification. You must sub-
mit the initial notification required by
§63.9(b) for a new or reconstructed af-
fected source no later than 120 days
after initial startup or 120 days after
January 2, 2004, whichever is later. For
an existing affected source, you must
submit the initial notification no later
than 1 year after January 2, 2004. If you
are using compliance with the Surface
Coating of Automobiles and Light-
Duty Trucks NESHAP (subpart 1111 of
this part) as provided for under
§63.3881(d) to constitute compliance
with this subpart for any or all of your
metal parts coating operations, then
you must include a statement to this
effect in your initial notification, and
no other notifications are required
under this subpart in regard to those
metal parts coating operations. If you
are complying with another NESHAP
that constitutes the predominant ac-
tivity at your facility under
§63.3881(e)(2) to constitute compliance
with this subpart for your metal parts
coating operations, then you must in-
clude a statement to this effect in your

must I
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